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0004 PRE-ENGINEERED, PLANT FABRICATED, TwO-ROOM VAULT TOILET BUILDING




15* OVERHANG 14'-4* 15" OVERHANG
SHAKE TEXTURE
4-INCH CONCRETE
ROOF PANELS
HOLLOW METAL
W, FRAMED WINDOWS
.
L~ 9 T‘xﬁ ACCESSIBLE
e I~ UNISEX SIGN
g |1 1] ¥
l LAP SIDING & J
. (3] (AN BOARD-N-BATTEN |
I 3 @ \ TEXTURE 4-INCH N
{ | . | CONCRETE WALL
m > PANELS
5 N
]
X B KICK-PROOF STEEL
s H N ~ /K WALL LOUVER E@’
:! \—— 3/0 X 6/8
i HOLLOW METAL -
N DOOR AND — T
b FRAME
T N S TNEH CONERETE e/
¥ FLOOR SLAB
i SRR | P T ALY -
CONCRETE SEWAGE
o e o l\_lI:ILéléT WITH ABS st
FRONT ELEVATION S LEFT SIDE ELEVATION
3/16" = 1'-0 (RIGHT SIDE MIRROR IMAGE)
| oo 12’ DIAMETER HDPE
VAULT VENTS DESIGN FEATURES REQUIRED FOR APPROVAL
ABS LINER CUSTOM FABRICATED TO FIT INSIDE
MINIMUM 1000 GALLON SEWAGE VAULT
12 INCH DIAMETER HDPE BLACK VAULT VENT
; PIPE FOR EACH VAULT
ol
S "\\ GABLE ROOF DESIGN WITH DRIP EDGE AT SIDE
o LAP SIDING & ELEVATIONS TO PREVENT RUSTING OF DOORS AND
iy > BOARD-N-BATTEN PROTECTION OF USERS
- 3 AT L 712 MINIMUM RODF SLOPE
PANELS FORMLINER FORMS TO PROVIDE A ‘LAP SIDING &
- el BOARD-N—BATTEN* WALL TEXTURE
= - FORMLINER FORMS TO PROVIDE A ‘SHAKE’ ROOF
Al KICK-PROOF STEEL TEXTURE
| B WALL LOUVER
4 ) 1) BUILDING DESIGN MUST MEET MINIMUM
i ] 1] REQUIREMENTS FOR ACCESSIBLE TOILET ROOMS AS
REQUIRED BY THE AMERICAN WITH DISABILITIES

0004 PRE—-ENGINEERED, PLANT FABRICATED, TWO—ROOM VAULT TOILET BUILDING

REAR ELEVATION

ACT ACCESSIBILITY GUIDELINES, LATEST EDITION.
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